
www.ampnetconnect.eu

AMP-TWIST 7AS SL Jack

AMP-TWIST 6AS SL Jack

AMP-TWIST 6S SL Jack

Field Termination Tool for AMP-TWIST SL Jacks

Product Facts:

l 4 chamber connector, fully compatible with IEC 61076-3-104 Ed. 2, 1000 MHz
l Category 7A as per ISO/IEC 11801 draft amendment 2
l Quick Termination (< 1.5 minutes) using Tyco Electronics’ AWC technology
l Detailed features are listed in the technical overview on page 2

Description Part Number

Cat. 7A die-cast Jack with dust cover, 180° cable exit 0-1711441-1

Cat. 7A die-cast Jack without dust cover, 180° cable exit 0-1711437-1

Colored dust cover (bag of 50 pieces) 1-1711481-X

-X Color

-6 blue
-7 red
-8 yellow
-9 green

Description Part Number

Cat. 6A die-cast Jack with dust cover, 180° cable exit 0-1711592-1

Cat. 6A die-cast Jack without dust cover, 180° cable exit 0-1711716-1

Colored dust cover (bag of 50 pieces) 1-1711691-X

Product Facts:

l Category 6 as per ISO/IEC 11801
l Class EA as per ISO/IEC 11801 draft amendment 1
l Quick Termination (< 1 minute) 

using Tyco Electronics’ AWC technology
l Detailed features are listed in the 

technical overview on page 2

Description Part Number

Cat. 6 die-cast Jack with dust cover, 180° cable exit 0-1711160-1

Cat. 6 die-cast Jack without dust cover, 180° cable exit 0-1711342-1

Cat. 6 die-cast Jack with dust cover, 90° cable exit 0-1711295-1

Cat. 6 die-cast Jack without dust cover, 90° cable exit 0-1711343-1

DIN Rail Adaptor Kit incl.1 Jack (with dust cover, 180° exit) and 2 cable ties 0-1711501-1

DIN Rail adapter covers (left and right) 0-1711658-2

Colored dust cover (bag of 50 pieces) 1-1711511-X

-X Color

-6 blue
-7 red
-8 green
-9 yellow

Other colors 
on request!

-X Color

-6 blue
-7 red
-8 green
-9 yellow

Other colors 
on request!

Description Part Number

Tool Kit for AMP-TWIST SL Jacks 0-1725150-3

Product Facts:

l Strips cable, marks foil and terminates
l Maintains twisted pair integrity
l Ensures reliable and reproduceable termination quality
l Time and cost saving

Product Facts:

l Category 6A as per ISO/IEC 11801 draft amendment 2
l Quick Termination (< 1 minute) 

using Tyco Electronics’ AWC technology
l Detailed features are listed in the 

technical overview on page 2


